











MAXIMO COAX coAaXIAL SPEAKERS

Morel's new Maximo coaxial speakers offer the sonic performance you
expect from a Morel product, yet with pricing you don't.

Like the Maximo components, the Maximo Coax inherits several of the
company's innovative technologies. The foundation for the Maximo tweeter
is rooted with the same design principles as our hi-end tweeters. Each
coaxial speaker features a 19mm (0.8") soft dome tweeter with a powerful
neodymium magnet motor. The design, along with high quality film capacitors
used in the crossover, suppresses distortion while optimizing off-axis
performance and maintaining the "sweet and warm" signature sound only

a Morel can produce.

Nominal Impedance

Power Handling

Max. Transient Power Handling
Sensitivity (2.83V/1M)

Frequency Response

Woofer:
Voice Coil Diameter

Tweeter:
Voice Coil Wire

Woofer:
Magnet System

Tweeter:

Mounting Depth

4 ohm

45W

100W

87.5dB
75-20,000 Hz
25mm(1")
19mm(0.8")
Copper

High grade
ferrite magnet
Neodymium

52mm (2.1")

4 ohm

70W

140W

89.5dB
55-20,000 Hz
25mm(1")
19mm(0.8")
Copper

High grade
ferrite magnet
Neodymium

56mm (2.2")

4 ohm

80W

160W

91dB
55-20,000 Hz
25mm(1")
19mm(0.8")
Copper

High grade
ferrite magnet
Neodymium

63mm (2.5")

Efficiency is a Morel trait, one that is incorporated into the new Maximo Coax woofer
as well. At the source is a new high-grade ferrite magnet that generates increased
magnetic flux, thereby increasing power handling and output. At the same time, the
more powerful magnet (35% smaller than standard ferrite magnets) affords the
Maximo to be smaller in size, providing a shallow mounting depth for easy installation
in tight places.

Maximo is the first in Morel's lineup to use a new proprietary coating called Acudamp,
which is an ultra lightweight polymer resin applied to the bass/midrange cone to
eliminate cone resonances largely responsible for distortion. This, along with the
computer optimized cone and suspension result in clean, linear movement during
low frequency reproduction and increased bass dynamics.

Available in 4", 51/4", 61/2", and 6x9" size speakers, Maximo Coax fits in any speaker
placement, providing superior sound quality to any sound system.

4 ohm

100W

200W

92dB
45-20,000 Hz
25mm(1")

19mm(0.8")

Copper

High grade
ferrite magnet
Neodymium

81mm (3.24")



ULTIMO SUBWOOFER

The same uncompromising dedication to innovation, craftsmanship and sound
quality that have made Morel the choice of music aficionados the world over,
now brings you the Ultimo Subwoofer series.

The Ultimo was engineered to set new standards in subwoofer technology and
bass performance, satisfying the most demanding car audio enthusiasts. Available
in a single voice coil configuration, the Ultimo subwoofer series is engineered
to perform well in both sealed and ported enclosures, offering the flexibility of
a wide range of applications.

Equipped with a gigantic 5.1" Hexatech External Voice coil (EVC™), constructed
of a heavy gauge high temperature aluminum wire and extra thick aluminum
former, the Ultimo subwoofer produces 1000WRMS (3000W peak) clean power
output. The new DMM™ motor design achieves over 90% efficiency and the

PFS™ spider/surround technology ensures maximum linearity, minimum distortion,
and truly flat response curve.

Recommended enclosure sizes:

10-15 lit (0.353-0.529 cu.ft) 18-40 lit (0.635-1.412 cu.ft)

Ported enclosure  Optimal performance at Optimal performance at

10 lit (0.353 cu.ft) 30 lit (1.059 cu.ft)

6.5-15 it (0.022-0.529 cu.ft) 12-45 lit (0.423-1.589 cu.ft)
Sealed enclosure Optimal performance at Optimal performance at

10 lit (0.353 cu.ft) 25 1it (0.882 cu.ft)

The Ultimo subwoofer employs a unique hybrid paper-carbon fibre composite
cone that generates an extraordinary musicality in SQ applications.

The high venting capability of the voice coil and the rigid Uniflow™ die-
cast aluminum basket design provide reliable and stable operation of the
subwoofer enabling many hours of listening enjoyment.

Morel's new, top-of-the-line subwoofer was a long time in coming, but
it was well worth the wait. Spoil yourself, and hear how bass was meant
to sound.

25-60 lit (0.882-2.11 cu.ft)
Optimal performance at
45 lit (1.589 cu.ft)

20-60 lit (0.706-2.11 cu.ft)
Optimal performance at
30 lit (1.059 cu.ft)



ULTIMO SC SUBWOOFER

The Ultimo SC is the new member of the Ultimo series. It is Morel's solution to
clean, musical and life-like bass reproduction qualities at a great consumer value.

Available in a single voice coil configuration, the Ultimo SC subwoofer series is
engineered to perform well in both sealed and ported enclosures, offering the
flexibility of a wide range of applications.

The Ultimo SC employs some of the finest technological features of the Ultimo
subwoofer such as a gigantic 5.1" Hexatech™ External Voice coil (EVC™), a highly
efficient magnet system - DMM™ Double Magnet ferrite Motor design that
achieves over 90% efficiency.

Recommended enclosure sizes:

Similar to its sibling - the Ultimo SC subwoofer employs a unique hybrid
paper-carbon fibre composite cone to achieve the extraordinary musicality
in SQ application. It features a solid stamped steel chassis and power
handling is 600WRMS.

Morel's new Ultimo SC series provides car audio enthusiasts a new performance
standard for its class.

19-40 lit (0.67-1.412 cu.ft)  30-60 lit (1.059-2.11 cu.ft)

Ported enclosure Optimal performance at Optimal performance at

29 lit (1.024 cu.ft) 45 |it (1.58 cu.ft)

13-30 lit (0.459-1.059 cu.ft) ~ 20-50 lit (0.706-1.76 cu.ft)

Sealed enclosure Optimal performance at Optimal performance at

15 1it (0.529 cu.ft) 28 lit (0.988 cu.ft)



ADMVMW 3-WAY ADD-ON KIT

Improving a 2-way component system has never been easier with Morel's systems or coaxial speakers by adding another bass woofer to improve dynamic
3-way add-on kit. Available in 6", 9" and 10" and with a high quality range and bass response and overall sound quality.
Hi-Pass/Low-Pass crossover, installers can upgrade most 2-way component

Nominal Impedance 4 ohm 4 ohm 4 ohm AMP

Power Handling 160W 180W 200W I I

Max. Transient Power Handling 1000W 1000W 1000W

Sensitivity (2.83V/1M) 87dB 88dB 89dB c ADXO

Frequency Response 30-3500Hz 25-3000 Hz 20-2500 Hz |1 rossover |1

Crossover Point 150 Hz HP/LP 150 Hz HP/LP 150 Hz HP/LP ! I

Voice Coil Diameter 75mm (3.00") 75mm (3.00") 75mm (3.00")

Voice Coil Wire Aluminium Hexatech Aluminium Hexatech Aluminium Hexatech ADMW 2-Way/_l| |I_2-Way/ L]

Magnet System Double ferrite Double ferrite Double ferrite Woofer Coax Coax Woofer

Mounting Depth 61mm (2.40") 71mm (2.80") 74mm (2.91") LOW PASS HI PASS HI PASS LOW PASS
CONVMPONENTS

Nominal Impedance 4 ohm 4 ohm 4 ohm 4 ohm 4 ohm 4 ohm

Power Handling 120W 140W 150W 160W 200W 200W

Max. Transient Power Handling  1000W 1000W 1000W 1000W 1000W 1000W
Sensitivity (2.83V/1M) 88dB 89dB 91dB 88dB 89dB 91dB
Frequency Response 30-4200Hz 25-5000Hz 20-2600Hz 35-5000Hz 25-4000Hz 20-3300Hz
Unit Diameter 135mm (5.25") 165mm (6.50") 222mm (8.75") 135mm (5.25") 165mm (6.50") 222mm (8.75")

Mounting Depth 60mm (2.36") 61mm (2.40") 71mm (2.80") 60mm (2.36") 61mm (2.40") 71mm (2.80")



CONMPONENTS

Morel car audio components offer powerful performance coupled with superb At Morel, there is no compromise on quality. Morel's state-of-the-art technology
style. Morel rises to the challenges of car audio system design, developing a and unique styling provides an unrivaled car audio experience.
wide range of speaker components to meet the needs of installers and With Morel, you get more.

consumers alike.
Knowing that flexibility in system design is fundamental to car audio enthusiasts,
Morel is offering these components to meet individual needs.

TWEETERS
Nominal Impedance 4 ohm 4 ohm 6 ohm 6 ohm 6 ohm 6 ohm 4 ohm 4 ohm
Power Handling 100W 100W 220W 200W 200W 130W 110W 80w
Max. Transient Power Handling 300W 300W 1000W 1000W 1000W 350W 300W 250W
Sensitivity (2.83V/1M) 91dB 89dB 92dB 90dB 93dB 91dB 91dB 91dB
Frequency Response 450-7000Hz 450-7000Hz 1400-25000Hz 1400-25000Hz 1800-22000Hz 1400-25000Hz 1600-25000Hz 1800-22000Hz
Unit Diameter 100mm (4.00") 88mm (3.50") 100mm (4.00") 67mm (2.63") 94mm (3.70") 45mm (1.80") 45mm (1.80") 45mm (1.80")
Mounting Depth 25mm (1.00") 21mm (0.83") 50mm (2.00") 32mm (1.25") 58mm (2.30") 20mm (0.80") 20mm (0.80") 20mm (0.80")

CROSSOVER NETWORK
P,

Nominal Impedance 4 ohm 4 ohm 4 ohm 4 ohm 4 ohm
Power Handling 250W 250W 280W 200W 150W

Woofer: 700Hz/12dB

Crossover Point 1900Hz Midrange: If,’,‘gﬁ 335*5,3;’%,1 2dB(Variable) 1800Hz 1800Hz 3200Hz-6dB/Octave

Tweeter: 3800Hz 6/12dB (variable)

Midrange upper frequency slope cut: 6/12dB

Midrange level: -2dB, 0dB, +2dB Frequency slope cut: 6/12dB Frequency slope cut: 6/12dB

Crossover Controls - : -
" ver d Tweeter level -2dB,0dB,+2dB Tweeter frequency slope cut: 6/12dBfoctave  Tweeter level: +4dB (2dB steps) ?xi:i; ;ﬁt;ﬁ%ﬁ‘g Twecter level -3dB, 0dB, +3dB
Tweeter level: -2dB, 0dB, +2dB
Wiring Options Standard,bi-amp,bi-wire Standard, bi-amp, bi-wire Standard, bi-amp, bi-wire Standard Standard

4 ohm 4 ohm 4 ohm 4 ohm 4 ohm 4 ohm 4 ohm

200W 100W 120W 140W 100W 120W 140W

1000W 300W 500W 600W 300W 300W 300W

92dB 89dB 91dB 90dB 88dB 89dB 90dB
15-3000Hz 50-4200Hz 35-3000Hz 35-3000Hz 50-4000Hz 45-4500Hz 40-4000Hz
263mm (10.35") 104mm (4.00") 135mm (5.25") 165mm (6.50") 104mm (4.00") 135mm (5.25") 165mm (6.50")

74mm (2.91") 50mm (2.00") 60mm (2.36") 61mm (2.40") 50mm (2.00") 60mm (2.36") 61mm (2.40")



PRODUCT SPECIFICATIONS
_WOOFERS

Nominal Impedance

Power Handling

Max. Transient Power Handling
Sensitivity (2.83V/1M)
Frequency Response

FS

Voice Coil Diameter

Voice Coil Height

Voice Coil Type/ Former
Voice Coil Wire

DC Resistance

Voice Coil Inductance @1kHz
Magnet System

HE-Magnetic Gap Height
B-Flux Density

BL Product/BXL

Max. Linear Excursion/Xmax
Suspension Compliance CMS
Mechanical Q Factor QES
Total Q Factor QT

Qams

Mechanical Resistance RMS
Moving Mass MMS
Equivalent Cas Air Load VAS
Effective Piston Area SD
Cone Type

Cone Material

Unit Diameter

Mounting Depth

Mounting Cutout

Net Weight

L_MIDRANGE ___] TWEETERS

Nominal Impedance

Power Handling

Max. Transient Power Handling
Sensitivity (2.83V/1M)
Frequency Response

FS

Voice Coil Diameter

Voice Coil Former

Voice Coil Wire

DC Resistance

Magnet System

Dome Type

Dome Material
Unit Diameter
Mounting Depth
Mounting Cutout
Net Weight

4.00 ohm

120W

1000W

88dB

35-4200Hz

65Hz

75.00mm (3.00")
5.00mm (0.20")
Aluminum
Hexatech aluminum
3.50 ohm

0.20MH

Linear dynamic Hybrid
rear vented
16.00mm (0.64")
0.70T

432

11.00mm (+5.5mm)
n4

0.61

0.45

1.72

1.85kgS!

7.82gr

8.00L (0.28ft)
90cm? (13.95in?)
One-piece formed
Coated cellular fiber
135.00mm (5.25")
60.00mm (2.36")
120.00mm (4.72")
1.35kg (3.001b)

4.00 ohm

100W

300W

91dB

450-7000Hz

300Hz

54.00mm (2.10")
Aluminum
Hexatech aluminum
3.50 ohm

Neodymium
rear vented

Acuflex soft dome
Silk

100.00mm (4.0")
25.00mm (1.00")
84.00mm (3.30")
0.25kg (0.551b)

4.00 ohm

140W

1000W

89dB

25-5000Hz

62Hz

75.00mm (3.00")
5.00mm (0.20")
Aluminum
Hexatech aluminum
3.50 ohm

0.22MH

Linear dynamic Hybrid
rear vented
16.00mm (0.64")
0.70T

432

11.00mm (+5.5mm)
721

0.75

0.55

214

1.49kgS'

8.20gr

14.35L (0.51ft)
119cm? (18.45in?)
One-piece formed
Coated cellular fiber
165.00mm (6.50")
61.00mm (2.40")
141.00mm (5.55")
1.47kg (3.20lb)

4,00 ohm 4.00 ohm
100W 80W

300W 250W

89dB 91dB
450-7000Hz 1800-22000Hz
280Hz 950Hz
54.00mm (2.10") 28.00mm (1.10")
Aluminum Aluminum
Hexatech aluminum Copper

3.50 ohm 3.40 ohm
:\::dv‘g::‘;:jn Neodymium
Acuflex soft dome Soft dome

Silk Silk

88.00mm (3.50") 45.00mm (1.80")
21.00mm (0.83") 20.00mm (0.80")
75.50mm (2.97") 49.00mm (2.00")
0.25kg (0.551b) 0.06kg (0.131b)

4.00 ohm

150W

1000W

91dB

20-2600Hz

56Hz

75.00mm (3.00")
5.00mm (0.20")
Aluminum
Hexatech aluminum
3.50 ohm

0.22MH

Supremo Hybrid
rear vented
16.00mm (0.64")
0.70T

432

11.00mm (+5.5mm)
425

120

0.72

2.70

1.49kgS'

15.20gr

32.00L (1.14ft%)
219em? (33.95in9)
One-piece formed
Coated cellular fiber
222.00mm (8.75")
71.00mm (2.80")
192.00mm (7.56")
1.60kg (3.551b)

4,00 ohm

80W

250W

90dB
1800-22000Hz
950Hz

28.00mm (1.10")
Aluminum
Copper

3.40 ohm

Neodymium

Acuflex soft dome
Silk

45.00mm (1.80")
20.00mm (0.80")
50.00mm (2.00")
0.06kg (0.131b)

4,00 ohm

160W

1000W

88dB
35-5000Hz
55Hz

75.00mm (3.00")
14.50mm (0.57")
Aluminum
Hexatech aluminum
3.70 ohm
0.39MH

Hybrid rear vented

6.00mm (0.25")
0.80T

6.15

8.50mm (+4.25mm)
676

0.42

0.35

1.99

1.03kgS'

11.80gr

8.00L (0.28ft")
90em?(13.95in)
One-piece formed
DPC

135.00mm (5.25")
60.00mm (2.36")
120.00mm (4.72")
1.05kg (2.311b)

4.00 ohm 6.00 ohm

110W 130W

300W 350W

91dB 91dB
1600-25000Hz 1400-25000Hz
950Hz 950Hz
28.00mm (1.10") 28.00mm (1.10")
Aluminum Aluminum

Hexatech aluminum

3.40 ohm 5.20 ohm

Neodymium neodymium

Acuflex soft dome
Silk Silk
45.00mm (1.80")
20.00mm (0.80")
50.00mm (2.00")
0.06kg (0.131b)

Hexatech aluminum

Double magnet

Acuflex soft dome

45.00mm (1.80")
20.00mm (0.80")
50.00mm (2.00")
0.07kg (0.151b)

4.00 ohm

200W

1000W

89dB
25-4000Hz
50Hz

75.00mm (3.00")
14.50mm (0.57")
Aluminum
Hexatech aluminum
3.70 ohm
0.38MH

Hybrid rear vented

6.00mm (0.25")
0.80T

6.35

8.50mm (+4.25mm)
m

039

0.33

2.06

1.03kgS'

13.569"

14.35L (0.51ft%)
119cm? (18.45in)
One-piece formed
DPC

165.00mm (6.50")
61.00mm (2.40")
141.00mm (5.55")
1.18kg (2.601b)

6.00 ohm

200W

1000W

93dB
1800-22000Hz
700Hz

28.00mm (1.10")
Aluminum
Hexatech aluminum

5.20 ohm
Ferrite

Acuflex soft dome
Silk

94.00mm (3.70")
58.00mm (2.30")
76.00mm (3.00")
0.56kg (1.231b)

4,00 ohm

200W

1000W

91dB
20-3300Hz
40Hz

75.00mm (3.00")
14.50mm (0.57")
Aluminum
Hexatech aluminum
3.70 ohm
0.72MH

Hybrid rear vented

6.00mm (0.25")
0.90T

7.04

8.50mm (+4.25mm)
706

0.42

035

2.09

1.28kgS"

21.63qr

47.50L (1.68ft°)
219cm? (33.95in9)
One-piece formed
DPC

222.00mm (8.75")
71.00mm (2.80")
192.00mm (7.56")
1.42kg (3.131b)

6.00 ohm

220W

1000W

92dB

1.40 to 25KHz Limit: 0.30-50KHz
680Hz

28.00mm (1.10")

Aluminum

Hexatech aluminum

5.20 ohm

Neodymium flat
pancake design

Acuflex soft dome
Silk

100.00mm (4.00")
50.00mm (2.00")
100.00mm (4.00")
0.45kg (1.00lb)

Elate, Hybrid Ovation, Dotech Ovation, Supremo, Supremo Piccolo, Integra Ovation X0, Tempo, Tempo Coax, and Accuset are trademarks of Morel.

Specifications and design are subject to change without notice.

4,00 ohm
200W

1000W

92dB
15-3000Hz
32Hz

75.00mm (3.00")
14.50mm (0.57")
Aluminum
Hexatech aluminum
3.80 ohm
0.63MH

Hybrid rear vented

6.00mm (0.25")
0.95T

9.36

8.50mm (+4.25mm)
518

0.46

0.36

1.69

2.92kgS’

49.209r

76.40L (2.70ft")
324cm? (50.22in%)
One-piece formed
DPC

263.00mm (10.35")
74.00mm (2.91")
230.00mm (9.05")
1.47kg (3.24lb)

6.00 ohm

200W

1000W

90dB

1.40 to 25KHz Limit: 0.30-50KHz
800Hz

28.00mm (1.10")

Aluminum

Hexatech aluminum

5.20 ohm

Neodymium flat
pancake design

Acuflex soft dome
Silk

67.00mm (2.63")
32.00mm (1.25")
55.00mm (2.16")
0.35kg (0.801b)



4.00 ohm

100W

300W

89dB
50-4200Hz
82Hz

54.00mm (2.10")
10.50mm (0.41")
Aluminum
Hexatech aluminum
4.20 ohm
0.34MH

Hybrid rear vented

5.00mm (0.20")
0.85T

592

5.50mm (+2.75mm)
551

0.41

0.35

244

0.68kgS'

6.48gr
3.17L(0.1fF)
64cm? (9.92in?)
One-piece formed
DPC

104.00mm (4.00")
50.00mm (2.00")
95.00mm (3.74")
0.53kq (1.171b)

4.00 ohm

120W

500W

91dB
35-3000Hz
60Hz

54.00mm (2.10")
10.50mm (0.41")
Aluminum
Hexatech aluminum
3.70 ohm
0.31MH

Hybrid rear vented

5.00mm (0.20")
1.00T

433

5.50mm (+2.75mm)
921

0.55

0.45

2.54

0.52kgS"

7.00gr

10.50L (0.37ft))
90cm? (13.95in?)
One-piece formed
DPC

135.00mm (5.25")
60.00mm (2.36")
120.00mm (4.72")
0.60kg (1.321b)

4.00 ohm

140W

600W

90dB
35-3000Hz
60Hz

54.00mm (2.10")
12mm (0.47")
Aluminum
Hexatech aluminum
350 ohm
0.29MH

Neodymium rear vented

5.00mm (0.20")
0907

4.50

7.00mm (+3.5mm)
062

0.55

0.46

240

1.74kgS'

11409r

12L (042f8)
119cm? (18.45in?)
One-piece injected
DPC

165.00mm (6.50")
61.00mm (2.40")
141.00mm (5.55")
0.60kg (1.321b)

4.00 ohm

100W

300W

88dB

50-4000Hz

95Hz

54.00mm (2.10")
8.00mm (0.57")
Aluminum
Hexatech aluminum
3.00 ohm
0.17MH

Double ferrite
rear vented
4.00mm (0.16")
0.65T

253

4.00mm (+2.00mm)
456

141

0.98

3.29

0.39kgS'

4.35gr

2.68L (0.09ftY)
64cm?(9.92in)
Composite cellular fiber
104.00mm (4.00")
50.00mm (2.00")
95.00mm (3.74")
0.54kg (1.191b)

4.00 ohm

120W

300W

89dB

45-4500Hz

67Hz

54,00mm (2.10")
12.00mm (0.48")
Aluminum
Hexatech aluminum
3.50 ohm

0.21MH

Double ferrite
rear vented
4.00mm (0.16")
0.68T

2.95

8.00mm (+4.00mm)
744

1.28

0.90

299

0.36kgS'

1.46gr

8.47L (0.30ft")
90cm? (13.95in?)
Composite cellular fiber
135.00mm (5.25")
60.00mm (2.36")
120.00mm (4.72")
0.55kg (1.211b)

SUBWOOFERS

Overall dimensions
Power handling RMS

Transient power 10ms

(0222mm (8.74") X 120 mm (4.72")

Sensitivity 2.83 Vrms [ TM

Sensitivity TW [ 1M
Frequency response
Cone material

Net weight

Driver Displacement
Voice Coil Diameter
Voice Coil Height
Voice Coil Former
Voice Coil Wire
Number of Layers
Max. Linear Excursion

Magnet System Type

91.5 dB
84dB

2 Ohm 4 0hm

800 W

3000 W
87.4dB
83.5dB

20-900 Hz

Carbon-fiber laminated paper

6.1 Kg. (13.44 Io)
2.0 Lit (0.07 cu.ft)
130 mm (5.1")
37mm (1.45")
Aluminum
Hexatech Aluminum

2

+12.5 mm (0.5")(Each way)

HE-Magnetic Gap Height

B Flux Density
BL Product
Nominal Impedance

DC Resistance

Voice Coil Inductance @ 1KHz

Suspension Compliance
Mechanical Q Factor
Electrical Q Factor
Total Q Factor
Mechanical Resistance
Moving Mass

Eq. Cas Air Load
Resonant Frequency

Effective Piston Area

Double magnet vented

12mm (0.5")
0.64T
7.1 NA 12 NA
2.0 Ohm 400hm
1.7 Ohm 3.7 0hm
0.30 MH 1.0 MH
0.17 0.17
1.43 1.62
0.62 0.58
0.43 0.43
15.4 14.5
854r. 95 gr.
41 Hz 40 Hz
14 Lit(0.4944 cu.ft)
00243 m?

2 0hm

(263mm (10.35") X 140.3 mm (5.52")

4 0hm

1000 W

3000 W

87.5dB

84.5dB

10-900 Hz

Carbon-fiber laminated paper

6.5Kg. (143 Ib)
2.34 Lit (0.08 cu.ft)

130 mm (5.1")

37mm (1.45")

Aluminum

Hexatech Aluminum

2

+12.5 mm (0.5")(Each way)

Double magnet vented

12mm (0.5")
6.4T
13.0T™
2.0 Ohm 4.0 Ohm
1.7 Ohm 3.7 Ohm
0.30 MH 1.0 MH
0.22 0.22
1.86 1712
0.58 0.55
0.40 0.42
21.9 13.9
121 gr. 128 gr
30 Hz 29 Hz

34.5 Lit (1.22 cu.ft)

003 m?

2 Ohm

4.00 ohm

140W

300W

90dB

40-4000Hz

65Hz

54,00mm (2.10")
12.00mm (0.48")
Aluminum
Hexatech aluminum
3.50 ohm

0.21MH

Double ferrite
rear vented
4,00mm (0.16")
0.68T

2.97

8.00mm (+4.00mm)
613

1.35

1.09

5.60

0.32kgS'

10.00gr

13.00L (0.46ft°)
119cm? (18.45in?)
Composite cellular fiber
165.00mm (6.50")
60.00mm (2.36")
141.00mm (5.55")
0.60kg (1.321b)

4 Ohm

@ 305mm (12") X 1469 mm (5.78")

1000 W

3000 W
88 dB
85 dB

10-900 Hz

Carbon-fiber laminated paper

6.7 Kg. (15 Ib)
2.6 Lit (0.09 cu.ft)
130 mm (5.1")
37mm (1.45")

Aluminum

Hexatech Aluminum

+12.5 mm (0.5")(Each way)

Double magnet vented

12mm (0.5")
64T
13.0T™
200hm 4.0 Ohm
1.7 Ohm 3.7 0hm
0.30MH 1.0MH
0.80 0.40
1.238 172
0.49 0.46
0.36 0.345
14.4 14.2
135¢r. 143 gr.
22 Hz 20 Hz

105 Lit(3.71 cu.ft)
00471 m?

42 Lit(1.48 cu.ft)

4.00 ohm

80W

250W

89dB
60-5000Hz
92Hz

54,00mm (2.10")
Aluminum
Hexatech aluminum
3.40 ohm
0.17MH

Neodymium

4,00mm (0.18")
0.907

3.86

4,00mm (+2.00mm)
469

0.70

0.58

327

0.42kgS'

4.40gr

3.00L (0.1118%)
64cm?(9.92in)
Composite cellular fiber
104.00mm (4.00")
50.00mm (2.00")
95.00mm (3.74")
0.50kg (1.101b)

2 0hm 4 0hm

@ 263mm (1035") X 143 mm (5.63")

600 W
2000 W
95d 90.5 dB
87.dB 86.5 dB
10-900 Hz

Carbon-fiber laminated paper

6.1 Kg. (13.44 1b)

2.34 Lit (0.08 cu.ft)
130 mm (5.1")
31mm (1.2")

Aluminum
Hexatech Aluminum
2
+9.5 mm (0.37")(Each way)

Double magnet vented

12mm (0.47")
64T
6.75 TM 1TM
2.0 Ohm 4.0 Ohm
1.3 0hm 3.0 0hm
0.27 MH 0.85 MH
0.25 0.3
18 1.84
0.49 0.43
0.38 0.35
10.86 9.97
91.6gr. 101.7 gr.
33 Hz 29 Hz

0.0346 m?

50 Lit(1.77 cu.ft)

4.00 ohm

90W

250W

90dB
50-3800Hz
70Hz

54.00mm (2.10")
Aluminum
Hexatech aluminum
3.50 ohm
0.44MH

Neodymium

5.00mm (0.20")
0.90T

4.12

5.50mm (+2.75mm)
920

0.52

0.45

323

0.42kgS'

5.67gr

10.50L (0.37ft)
90cm? (13.95in?)
Composite cellular fiber
135.00mm (5.25")
60.00mm (2.36")
120.00mm (4.72")
0.60kg (1.321b)

2 Ohm

4,00 ohm

100W

400W

90dB
45-3300Hz
65Hz

54,00mm (2.10")
Aluminum
Hexatech aluminum
3.20 ohm
0.58MH

Neodymium

5.00mm (0.20")
0.85T

3.95

5.50mm (+2.75mm)
806

0.57

0.50

3.95

0.38kgS'

6.54gr

16.00L (0.57ft%)
119¢m? (18.45in)
Composite cellular fiber
165.00mm (6.50")
61.00mm (2.40")
141.00mm (5.55")
0.75kg (1.651b)

4 0hm

?3305mm (12") X 151.5 mm (5.96")

600 W
2000 W
95 dB 91.5 dB
87.dB 87 dB
10-900 Hz

Carbon-fiber laminated paper

6.2 Kg. (13.66 Ib)

2.6 Lit (0.09 cu.ft)

130 mm (5.1")
31mm (1.2")

Aluminum

Hexatech Aluminum

2

+9.5 mm (0.37")(Each way)

Double magnet vented

12mm (0.47")
64T
6.75TM 1nNTM™
2.0 Ohm 4.0 Ohm
1.3 0hm 3.0 Ohm
0.27 MH 0.85 MH
045 042
173 193
0.45 041
0.36 034
8.7 845
103.2 gr. 1224r.
23 Hz 23Hz
121 Lit(4.27 cu.ft) 113 Lit(4.0 cu.ft)

00471 m?
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